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INDEX TO PHOTOGRAPHS 
HAER NO. MN-43 

SPLIT ROCK LIGHTHOUSE M / ^ hi 
Off Hwy. 61, 38 miles I 
northeast of Duluth 3% - TWOftft.  V 

Two Harbors vicinity . _ ' 
Lake County 
Minnesota 

Jet Lowe, photographer; 6 May 1990 

MN-43-1   GENERAL VIEW OF LIGHTHOUSE IN ENVIRONMENTAL SETTING ATOP 
CLIFF 

MN-43-2   VIEW LOOKING EAST OF LIGHTHOUSE AND FOG SIGNAL BUILDING 
(LEFT) 

MN-43-3   VIEW LOOKING SOUTH AT LIGHTHOUSE WITH FOG SIGNAL BUILDING 
IN THE FOREGROUND 

MN-43-4   INTERIOR VIEW IN LANTERN OF LIGHTHOUSE LOOKING UP AT THE 
FRESNEL LENS 

MN-43-5   INTERIOR VIEW, DETAIL OF MECHANISM USED TO ROTATE THE 
LIGHT; GEARS AND COUNTERWEIGHTS 

MN-43-6   INTERIOR VIEW, DETAIL OF BASE OF LIGHT MECHANISM 

MN-43-7   INTERIOR VIEW IN LANTERN OF LIGHTHOUSE OF FRESNEL LENS 

MN-43-8   INTERIOR VIEW, DETAIL OF FRESNEL LENS 

# 



fflSTORIC AMERICAN ENGINEERING RECORD 3t-TW»UA \| 

INDEX TO PHOTOGRAPHS ' *~ 

ADDENDUM TO 
SPLIT ROCK LIGHTHOUSE HAER No. MN-43 
OfFHwy. 61, 38 miles (Pa§e 2) 

Northeast of Duluth 
Two Harbors Vicinity 
Lake County 
Minnesota 

INDEX TO COLOR TRANSPARENCIES 

All color xerographic copies were made from a duplicate color transparency. 

let Lowe, photographer, May 6, 1990. 

MN-43-9 (CT) GENERAL VIEW OF LIGHTHOUSE IN ENVIRONMENTAL 
SETTING ATOP CLIFF 

MN-43-10 (CT) VIEW LOOKING SOUTH AT LIGHTHOUSE WITH FOG SIGNAL 
BUILDING IN THE FOREGROUND 

MN-43-11 (CT) INTERIOR VIEW IN LANTERN OF LIGHTHOUSE OF FRESNEL 
LENS 

MN-43-12 (CT) INTERIOR VIEW, DETAIL OF FRESNEL LENS 


